
STOCK NO. 9360

12" BABIN "CIRCL-MATIC" AUTOMATIC INDEXING


CIRCULAR DRILLING MACHINE
S/N 12-141








SPECIFICATIONS:
Bolt Circle Diameter Range


  
0" to 19"

Max Diameter of Work Piece (Swing)

23"

Max OD Chucking Capacity w/ Standard Jaws
19"

Max Drill Size - In Carbon Steel

  
2 1/2"

Standard Division of Equally Spaced Holes 

4, 6, 8, 12



  

Max Spindle Stroke



  
6"

Morse Taper in Spindle



No. 4

Spindle Speeds - Infinitely Variable
  

120 - 685 RPM

Feeds - Variable

Spindle Drive 3/60/220-440 Volt


3 HP

EQUIPPED WITH:
3-Jaw Air Chuck w/12" Standard Jaws 

Coolant

APPROX DIMENSIONS:

A) Max Height



          
118"

B) Max Width

       
           
  

41"

C) Center Line Chuck to Front of Machine Base  
19"

D) Center Line Chuck to Rear of Machine
       
42"

E) Center Line of Spindle to Rear of Drive     
44 1/2"

F) Face of Jaws to Spindle 


   
22"

APPROX SHIPPING HEIGHT:


100"

APPROX WEIGHT: 




2,700 Lbs

W4R3
