
STOCK NO. 9514


24" CINCINNATI BICKFORD ROUND COLUMN HEAVY DUTY UPRIGHT DRILL

S/N 2L2799





New 1957

SPECIFICATIONS:

Capacity Swing:

Center of Spindle to Front of Lower Column


12 1/2"

Center of Spindle to Face of Upper Column


11 1/2"

Measured on Plane of Table




12 1/2"

Max Distance Spindle to Finished Surface of Base


3' - 8 5/8"

Min Distance Spindle to Finished Surface of Base


17 3/8"

Max Distance Spindle to Table




29 3/8"

Min Distance Floor to Table Top ( table in lowest position)

19 1/2"

Vertical Adjustment of Table





14 15/26"

Vertical Adjustment of Sliding Head




16 1/2"

Vertical Travel of Spindle by Power Feed



10 1/8"

Vertical Travel of Spindle by Hand Feed



10 3/4"

Working Surface of Table





22" Dia

Working Surface of Base





17 1/4" x 19 1/8"

Height of Base







4 1/4"

Standard Feeds (9)






.005 - .43 TPR

Standard Feeds (12)






60 - 1000 RPM

HP of Motor 







5

Spindle Nose, Dia and Length




3 15/16" x 5 7/8"

Spindle Bored to Fit Morse Taper




No. 4

Spindle Diameter at Least Section




1 5/8"

Spindle Sleeve







4" Dia

Round Column






7" Dia

Weight:







2350 Lbs

Approx Floor Space:






25 1/2" x 60"

Overall Height







8' -11 1/2"

