
STOCK NO. 8700


42" BULLARD MAN-AU-TROL VERTICAL TURRET LATHE

                              Serial No. 27920


             New 1952

SPECIFICATIONS:

Swing with side head in working position


45-1/4"

Swing without side head



54"

Table diameter



42"

Maximum height under cross rail



37"

Maximum height under turret



49"

20 Table speeds from



4.1 - 150 RPM

16 Feeds to turret and side head



.0006" to .125"

The machine is equipped with a turret head and side head, each with the Manu-Au-Trol unit.  They may be run in conjunction or separately. Both heads are provided with manually operated power traverse and feed in four directions.  Indexing is by means of individual motors.

Non-Swiveling Main Turret Head
Equipped with an automatic four faced power indexing turret.

The turret is adapted for multiple block tooling or for single bar tooling.

The toolposts are 2-3/4" in diameter.

There are 39 stops for indexing and sizing as well as for vertical and horizontal movements.

Side Head

Equipped with a four faced power indexing turret. 

Has 33" of vertical travel and 21" of horizontal travel.

Has a max distance from the top of the table to the underside of the turret of 26-7/8"

EQUIPPED WITH:

4-Jaw Chuck

30 HP 3/60/220-440 Motor

Approx Weight   40,600 Lbs

W4

