
STOCK NO. 9760

5 " X 120" GIDDINGS & LEWIS MDL 11B ENDOMATIC 


AUTOMATIC FACING & CENTERING MACHINE            

            
S/N 165-1315




New 1983
SPECIFICATIONS:

Spotfacing and Recessing - Max Diameter



5 1/4"

Centering            
      - Max Recommended Dia


3/4"

                     

      - Min Recommended Dia


1/4"

Turning                             - Max Recommended Dia


5"

Boring

                  - Max Recommended Dia


5"

Accuracy                           - Facing to Length



.002"

                    

          Centering



.004" TIR

Capacity:

Max Quill Stroke





5"

Max Quill Thrust





3300 Lbs

Max Quill Traverse Rate




157 IPM

Spindle Nose






No. 40

Feed Range - Infinitely Variable



1/2 - 40 IPM 

Speed Range - Thru Pick Off Gears



204 - 1170 RPM

Vises:

Min Clamping Dia





1/2"

Max Clamping Dia





6"

Min Length - Using Std Vise




4 3/4"

Max Length






120”
Clamping Pressure





3360 Lbs

Weight Carrying Capacity




1200 Lbs

EQUIPPED WITH:

Component End Locator
(2) 2.2KW (3HP) Hydraulic Motors 
(2) 7.5KW (10HP) Spindle Motors   
Pushbutton Control Station on Each Head

Cutter Heads
Power Adjustment of LH Head

Approx Floor Space:



     


212"L x 50"W x 66"H

Approx Weight:






12,000Lbs

W4

