STOCK NO. 9713

4’-13" MODEL RM-1300 IKEDA RADIAL DRILL



S/N 74173





New 1974

SPECIFICATIONS:

Max. distance, column sleeve to spindle center


49 1/2"

Min. distance, column sleeve to spindle center


10 1/2"

Max. distance, spindle to base




56"
Min. distance, spindle to base





15" 

Travel of spindle






11 3/4"

Hole in spindle, Morse taper





No. 5

Traverse of arm on column





30" 
Number of feeds






4

Number of spindle speeds





12

Range of feeds







0.0004 to 0.021

Standard Range of Spindle Speeds




30 to 1440 RPM
Extreme Height over top of spindle




116" 
Height of base







8 1/4" 

Operating Capacity:

Steel

Cast Iron
   Drilling Operation

1-3/4"

 2-1/8"

   Tapping Capacity

1-3/8" 

 1-5/8"

   Boring Capacity

3-1/2" 

4-5/8" 

MOTORS:

Spindle Motor 5 HP

Arm Lifting Motor 1 HP

Clamping Motor 1/6 HP

COMPLETE WITH:

T-slotted Work Table
EQUIPPED WITH:

Electric Column and Railhead Clamp

Depth Control

Instant Reversing for Tapping

Hardened Steel Gears and Shafts

Hardened Steel Rail Strip

WEIGHT:







7800#
