
STOCK NO. 9631

6" X 75" NO. 3 HEY AUTOMATIC DOUBLE ENDED


FACING AND CENTERING MACHINE

S/N 2824-623

  


       New 1971
SPECIFICATIONS:

Max Capacity of Work Held in Standard Vise

6 1/4"

Min Diameter of Work




.25"

Max Work Length





51"
Min Length of Work Machined in Two Vises

3"

Min Length of Work Machined in One Vise


.75"

Max Diameter Admitted Over Bed



21"

Feed Rates - (8)





.0006, .001, .0016
.002, .0026, .004









.0057, .0092 IPR
Spindle Speeds - (Change Gears Required)


80, 97, 115, 140, 170










200, 245, 260, 300










310, 365, 370, 445










535, 635, 785, 965








1175

Motors:

Spindle Heads, Gear Drive 
  3/60/230-460 VAC

7 1/2HP

High Speed Feed Overdrive
  3/60/230-460 VAC

1/2 HP

Coolant Pump


  3/60/220-380-440 VAC
1/8 HP

Equipped With:

Automatic Cycle

Air Operated Vertical Vises

4 Change Gears for Each Head (1 speed)

End Locator

Cutter Guards

Coolant

Approx Dimensions:

  12’ 6" L x 3’ 8" D x 5’ 10" H
Approx Weight:

  5,000 Lbs

