
STOCK NO. 8807

6" X 36" G&L FRASER ENDOMATIC MDL MC

 MILLING & CENTERING MACHINE

S/N FM522






             New 1965

SPECIFICATIONS:

MILLING HEADS:
  Each Head




10 HP

Spindle Nose - National Standard




No. 50

Speed Range Thru Pick Off Gears




31 - 283 RPM

Max Diameter Milling:

With 9" Cutters

6 1/4"

With 6" Cutters

3 1/2"

Min Component Length:

With 9" Cutters

6 1/2"

With 6" Cutters

4 1/2"

Slide Stroke







9 3/4"

Feed Rate - Infinitely Variable




0 - 150 IPM

DRILLING HEADS:   Each Head




3 HP

Speed Range Thru Pick Off Gears




377 - 1145 RPM

Quill Stroke







3"

Feed Stroke







2 3/4"

Head Adjustment






3"

Feed Rate - Infinitely Variable




0 - 100 IPM

Center Drill Diameter

       




5/16" - 3/4"

Max Twist Drill Diameter - Cast Iron




1 1/4"

Max Twist Drill Diameter - Steel




3/4"

Normal Recommended Spotfacing & Recessing


2" Dia

VISES:

Two 3-Point Hydraulic Vises With Ball Screws and Nuts

Clamping Diameter






1/2" - 6 1/4"

Opening and Closing Speed





120 IPM

Height Floor to Vise Centerline




41 1/2"

EQUIPPED WITH:
Allen Bradley SLC 500 PLC

Pendant Control Station at Each End of Machine

15 HP Hydraulic Pump Motor

Coolant

Approx Shipping Dimensions:




 90"L x 72"W x 78"H

Approx Weight:






 8,000 Lbs.
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