
STOCK NO. 8948

6 1/4" X 84" GIDDINGS & LEWIS FRASER ENDOMATIC MODEL MC             MILLING & CENTERING MACHINE


Serial No. FM642                                New  1969

SPECIFICATIONS:

Milling Heads:              10 HP on Each Head

                                      Spindle Nose - National Standard
No. 50

                                      Speed Range Thru Pick Off Gears
31-283 RPM

         
 Maximum Diameter Milling:

 
With 8" Cutters
6 1/4"

With 6" Cutters
3 1/2"

Maximum Metal Removed  - Each End
3/8"

Slide Stroke


9 3/4"

Fast Traverse Rate


150 IPM

Feed Rate - Infinitely Variable
0-150 IPM

Drilling Heads: 
3 HP on Each End

Speed Range Thru Pick Off Gears
377-1325 RPM

Quill Stroke


3"

Feed Stroke


2 3/4"

Head Adjustment


3"

Fast Traverse Rate


100 IPM

Feed Rate - Infinitely Variable
0 - 100 IPM

Minimum Center Drill Dia

1/4"

Maximum Center Drill Dia

3/4"

Max Twist Drill Dia - Cast Iron
1 1/4"

Max Twist Drill Dia - Steel

3/4"

Vises:
Two 3-Point Hydraulically Operated Vises

With Ball Screws and Nuts

Maximum Dia Clamping

6 1/4"

Minimum Dia Clamping

1/2"

Hydraulics:
2 Independent Self Contained Units Situated at

Rear of Machine (one for each head & vise unit)

Capacity


16 Gal

Hydraulic Pump Motor

3 HP

Coolant:
Tank Capacity


29 Gal

Coolant Pump Motor


1/8 HP


Con't

6 1/4" X 84" Giddings & Lewis Fraser Endomatic

Stock #8948
EQUIPPED WITH:

Pendant Control Station at Each End of Machine 

Bijur Lubrication

Independent Hydraulic Systems

Scale and Vernier for Precise Length Settings

Nine Variations of Automatic Cycles

Floor Space: Approx 159"L x 65"W x 79 5/16"H

Weight:       Approx 11,200 Lbs.

W4R3

