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STOCK NO. 9835

72" WEBSTER & BENNETT MODEL "EM" VERTICAL BORING MILL
Serial Number 5418-4



New 1964
SPECIFICATIONS:
Diameter of Chuck






72"

Maximum Swing






84"

Maximum Height Under Cross Rail




48"

Minimum Height Under Cross Rail




24"

Vertical Travel of Cross Rail





24"

Maximum Height Under Turret Face




59"

Vertical Travel of Turret Slide




38"

Diameter of Turret Holes





3"

Swivel Range of Turret Head - Left or Right of Center

35 Degrees

Distance of Turret Travel - Centerline of Chuck Outward

51 1/2"

Range of Spindle Speeds (12)





6.7 to 150 RPM

Range of Feeds (12)






.005 to .250 IPR

2 Axis Newall DRO on Turret

Newall DRO For Rail

Equipped With:

Timken Bearing Table With Hi Load Capacity

Threading Attachment

4 Jaw Chuck

5 Sided Powered Indexed Turret Head

Power Clamping of Cross Rail

40 HP Main Motor - 3/60/230-460 VAC

5 HP Rapid Traverse Motor

4 HP Rail Elevation Motor

Floor Space:





156" FB x 120" LR

Approx. Overall Height:  (Turret Up - Rail Up)
160"


Approx. Weight:




35,000 Lbs.

